
A. Go to Login screen
B. Log in as ‘Administrator’ (pw = 0000)

Humphrey® Field Analyzer 3 (HFA3)
Software Upgrade v1.5.2 Installation for HFA3

C. Select the Settings icon  located in the Toolbar at the 
top of the screen. The Settings screen will appear.

NOTE: Please only proceed with v1.5.2 update if your device has been backed 
up via the “Smart” backup process. See point D below. 

If no networking or backup location has been set up on your device, please 
contact your IT Administrator to ensure the “Smart” backup is performed to 
your network or storage medium before proceeding with the software upgrade. 

D. Navigate to the Maintenance screen to observe the Database
backup interval set up for your device.
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CAUTION: From this point 
forward, please do not click 
on/or touch the screen 
anywhere other than as 
instructed. Otherwise, you 
might risk aborting 
installation progress

3. A popup screen will appear with the update. Highlight the
update and select Run

 Connect the White USB device containing the software version
1.5.2 to the HFA3 and select the option to start the update.



3



4

Note:
• There may be brief sequences when the screen goes black for several seconds. Wait for the next on-
screen prompt.
• Do not touch the screen or type on the keyboard during the installation process except as directed by
the on-screen prompts.
• There may be screens that show a progress bar. Occasionally, the progress bar will stop for several
seconds, but the installation is still in progress.
• There will be several prompts for going to the next step or confirming a step. Respond to these
prompts by using the touchscreen or the cursor driven by the keyboard or external mouse.
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You may now safely run the updated Humphrey Field Analyzer 3 Software 

Continued next page..

7. The background screen will turn black. A message will appear letting
you know the instrument is going to shutdown and to start it after
shutdown. Click close and wait for the instrument to shutdown.

8. If required, turn the instrument ON by pressing the Power Button. The
instrument will boot up and the screen may be black for several
minutes. Wait until the InstallShield Wizard screen appears again.
Allow the installer to complete the software update.

9. The InstallShield Wizard Complete screen will appear. Click Finish
to exit to the Wizard.



11. Following installation, please observe the Database Sync icon at 
the top of the screen. 
Testing can continue whilst this is in progress but all historical data 
may not be accessible until completion.  

Please do not turn off your device until the database sync has a green 
tick on this icon. 

12. Please also choose your preferred default testing strategy (i.e. SITA 
Faster 24-2C). To do so, please go to Settings > Advanced settings > 
Test Profiles> highlight the test name and select Make Default.
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NOTE: Please perform "Smart Back Up" as per Section D above, one more 
time before use.  

13.  For HFA 830 users only: Please ensure you enable Blind Spot 
Monitoring within the Fixation Monitoring drop down menu for 
SITA Faster profiles.

14.  If you have any questions, or encounter any issues during this 
update, please contact your local ZEISS representative or call 1300 
365 470 (AU) or 0800 334 353 (NZ).
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